Our standard modules are designed, developed and manufactured for both

residential and commercial, rooftop and ground-mounted, as well as on-grid
and off-grid photovoltaic projects.

Quality is the life of our product. We select the best raw materials and conduct
highly regular testing to ensure that it meets our rigorous quality standards.
Every module will be tested before delivery to make sure the efficiency

tolerance is in a narrow range. Each link is strictly controlled to ensure the
benefit of our customers.

We will keep devoting ourselves to the delivery of the most reliable, highest-
efficiency and most cost-effective PV modules.

Features

B 60 high-efficiency monocrystalline solar cells;
B Anodized aluminum frame improves load-resistance capabilities for high wind pressure and snow load;

B The high-transparency low-iron tempered glass allows maximum light permeability while enhancing
stiffness and impact resistance;

B The interconnected cells are embedded in ultra transparent EVA with multilayer backsheets for
additional weather protection;
B Integrated bypass diodes to protect the solar cell circuit from hot spots during partial shadowing;
B Advanced module technology ensures that there are no problems of water freezing and warping;
Bl Low power tolerance of +/-3% helps increase output power, by reducing module string mismatch losses;
B 5-year hardware warranty;
B 25-year power output warranty.
Characteristics
Current, A Power, W *
900 r 250
spire
e, ——— SPI-Sun Simulatords00
720 [ 200 T Title: SST230-60M
%, Isc=8.422A
Voc = 36.004 V
\ Pm = 227.526 W
\ Im=7.835A
540 150 \ Vim = 29.040V

ey \ FF = 75.04%
\ 0=1558%
A Rs=0.560

\ Rsh=221.891)

0.00 1 1 1 1 1
0.0 6.0 120 18.0 240 300 36.0

Volts, V

CEEG (Shanghai) Solar Science & Technology Co., Ltd http://www.ceeg.cn/pv






